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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-501-A+FROSTED - 11t

Test Number
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Test Date

Wed Aug 16 16:48:31 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 169.08 169.08 169.08 169.08 169.08
5° 17039 167.37 166.43 173.28 172.11
10° 165.67 1629 165.02 164.28 164.72
Cone of Light 15° 15596 157.96 160.41 162.78 161.43
__Lone ot Light
20° 14797 151.25 153.86 155.91 156.57
Mtg Height Light Level Beam Diameter 25° 141.42 142.68 146.62 149.4 147.99
6 ft 5fc 15t 30° 130.07 134.67 138.77 14255 1435
8 it 3fc 20 ft 35° 12154 126.28 130.85 132.41 134.08
101 21c o5 f 40° 11226 114.89 1211 12251 12335
12 ft 1fc 30 ft 45° 100.7 105.19 109.96 109.92 109.72
15 ft 1fc 38 it 50° 87.73 942 9698 9564 96.04
55° 76.64 814 8297 8089 80.2
60° 63.73 6768 6823 664 6536
Input:
65° 515 5409 5398 5155 51.06
Number of Lamps: 40 70° 37.78 406 4013 3876 37.98
Lumens per Lamp: 14.59 Im 75° 25.06 2725 27.37 2651 2563
Input Watts: 8w 80° 1463 1582 16.32 1549 152
85° 575 6.65 7.16 6.84 6.63
Output:
90° 1.28 1.41 1.23 1.02 1.06
Efficiency: 77.6%
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