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Catalog Number
DV3K-24V+CH-501-A+WHITE - 11t

Test Number

1

Test Date

Wed Aug 09 17:33:14 2017
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0° 164.19 16419 16419 16419 164.19
5° 163.84 163.07 16547 164.12 165.2
10° 160.58 158.74 162.09 162.15 167.01
. 15° 15537 155.14 158.38 159.44 158.8
Cone of Light
20° 149.39 149.75 153.49 154.02 158.07
Mtg Height Light Level Beam Diameter 25° 141.43 144.44 14716 147.42 147.44
6 ft 5fc 16 ft 30° 133.75 13576 1394 1403 141.88
8t 3fc 22 ft 35° 124 127.38 129.92 132.11 133.56
101 21c 27 40° 11415 11661 12062 121.92 121.48
12 ft 1fc 39 ft 45° 10211 106.19 108.25 109.13 108.4
15 ft 1fc M ft 50° 9189 9363 9717 9553 9475
55 7923 8167 8306 8159 79.62
60° 6537 6843 6853 66.53 65.39
Input:
65° 5253 5438 5454 5237 511
Number of Lamps: 81 70° 3892 4103 4165 3936 38.15
Lumens per Lamp: 8.27 Im 75° 2588 2799 2856 2745 26.41
Input Watts: 4.86 W 80° 1533 16.39 16.79 16.52 16.11
Output: 85° 5.99 6.85 7.73 7.4 7.57
_utput:
90° 1.56 1.8 1.53 1.21 1.21
Efficiency: 67.8%
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