X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-501-A+WHITE - 11t

Test Number

1

Test Date

Wed Aug 09 15:48:30 2017
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0° 2250° 45° 67.50° 90°
0° 84.78 84.78 84.78 84.78 84.78
5° 8532 8437 8555 83.77 8243
10° 81.52 8152 8399 8415 82.66
Cone of Light 15° 80.13 81.23 81.18 8241 81.68
20° 7767 7774 795 7992 79.95
Mtg Height Light Level Beam Diameter 25° 73.75 7441 7627 7753 77.76
6 ft 2 fc 16 ft 30° 696 70.86 7248 7315 73.44
8 it 11c 29 ft 35° 64.43 6622 6811 68.94 69.53
10 ft 1 fc 27 it 40° 59.06 60.7 6266 635 62.72
124 1fe 33 ft 45° 5389 5567 5675 57.69 57.07
151t 0fc Mt 50° 4777 4941 5075 50.31 49.82
55° 40.48 4247 43.67 4261 41.91
Input: 60° 34.09 35.65 36.02 3513 34.47
65° 26.93 28.85 2858 2765 27.2
Number of Lamps: 19 70° 20.64 21.84 2147 20.74 20.62
Lumens per Lamp: 17.37 Im 75° 136 1473 1491 1452 13.73
Input Watts: 3.8W 80° 799 868 876 8.6 8.34
Output: 85° 343 355 382 38 398
90° 078 085 079 068 0.6
Efficiency: 71.9%
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