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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-502-A+WHITE - 11t

Test Number

1

Test Date

Wed Aug 16 16:01:52 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2162 2162 2162 21.62 21.62
5 2129 218 2177 2175 2144
10° 2136 2153 21.74 2113 21.66
Cone of Light 15° 204 2077 2116 21 20.86
20° 19.73 1996 2041 20.65 20.17
Mtg Height Light Level Beam Diameter 25° 18.82 1917 1956 199 19.91
6 ft 1fc 17 ft 30° 17.81 18.17 1858 1891 18.68
8 it 0fc 29 ft 35° 1651 16.82 175 17.72 18.06
10 ft 0fc 28 ft 40° 1526 1555 16.19 16.52 16.36
124 0fc 33 ft 45° 13.86 1426 14.66 1471 14.95
151t 0fc oy 50° 1242 1277 1307 1289 12.84
55° 10.58 10.97 112 1094 10.73
Input: 60° 877 928 934 899 884
65° 713 747 729 717  6.99
Number of Lamps: 10 70° 531 558 551 531 519
Lumens per Lamp: 8.45Im 75° 36 375 386 3.67 352
Input Watts: 11W 80° 204 215 2.3 221 247
Output: 85° 089 096 1.06 098 0.96
90° 021 0.21 0.2 0.16  0.15
Efficiency: 72.2%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



