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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-502-A+WHITE - 11t

Test Number

1

Test Date

Wed Aug 16 17:19:06 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4182 4182 4182 41.82 41.82
5° 4254 4157 4145 41.94 4049
10° 401 4093 4058 41.32 40.87
Cone of Light 15° 39.57 39.92 4033 404 4147
20° 38.12 38.34 38.88 39.73 39.68
Mtg Height Light Level Beam Diameter 25° 3566 36.74 37.26 3798 38.12
6 ft 1fc 17 ft 30° 33.99 3474 36.03 36.27 36.64
8 it 11c 29 ft 35° 3159 3252 33.38 33.79 33.81
10 ft 0fc 28 ft 40° 2876 29.78 309 311 3142
124 0fc 33 ft 45° 267 2721 2809 28.34 2824
151t 0fc Mt 50° 2363 2437 2512 2464 2453
55° 2029 21 215 209 20.88
Input: 60° 16.86 17.75 17.73 17.21 16.95
65° 13.31 14.15 1412 1358 13.45
Number of Lamps: 19 70° 101 10.55 10.64 10.16 10.03
Lumens per Lamp: 8.53Im 75° 668 732 731 7.06 6.92
Input Watts: 1.06 W 80° 384 429 441 421 4N
Output: 85° 167 179 195 193 1.88
90° 042 042 039 031 027
Efficiency: 72.1%
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