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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-502-A+NONE - 1ft

Test Number

1

Test Date

Wed Aug 16 15:52:02 2017
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0° 2250° 45° 67.50° 90°
0° 256 256 256 256 256
5° 2957 2677 2599 27  25.04
10° 25.84 26.61 28.09 27.02 2585
Cone of Light 15° 27.03 26.21 28.02 279 26.14
20° 2375 273 2534 27.78 26.75
Mtg Height Light Level Beam Diameter 25° 2529 2588 2523 253 23.66
6 ft 1fc 17 ft 30° 2515 2539 2425 2322 2255
8 it 0fc 29 ft 35° 2322 2237 2256 22.64 21.84
10 ft 0fc 28 ft 40° 2285 2243 2142 2103 22.84
124 0fc 33 ft 45° 2023 1973 1945 19.84 18.21
151t 0fc oy 50° 172 1763 1691 1689 17.16
55° 15.34 14.07 1534 1422 11.39
Input: 60° 12.76 1221 118 9.07 8.23
65° 1011 985 8.02 6.85 7.39
Number of Lamps: 10 70° 689 719 506 592 6.29
Lumens per Lamp: 8.45Im 75° 434 378 367 317 287
Input Watts: 11W 80° 236 1.79 14 1 1.02
Output: 85° 056 042 029 025 024
90° 0.02 003 002 0.02 0.02
Efficiency: 90.7%
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