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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170 4600

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1007 100°

0°-180° -—
gge | 252025
45°-205°
67572475 wmmm
80° | 902700 —

90°

80°

70° 0

60° 0°

50° 50°

Catalog Number
PL3K-24V+CH-502-A+WHITE - 1ft

Test Number

1

Test Date

Wed Aug 09 16:17:32 2017

Candela Distribution

0° 2250° 45° 67.50° 90°
0° 4452 4452 4452 4452 4452
5° 4136 43.05 427 4406 43.79
10° 42.68 4191 4226 4318 43.27
Cone of Light 15° 419 41.05 4204 4141 419
20° 39.89 40.04 40.86 41.61 40.63
Mtg Height Light Level Beam Diameter 25° 3798 3833 39.02 39.83 39.53
6 ft 1fc 16 ft 30° 3574 36.82 37.16 3791 37.55
8 it 11c 29 ft 35° 3254 3397 3528 3513 35.63
10 ft 0fc 27 ft 40° 3111 31.07 3176 33.02 3275
124 0fc 33 ft 45° 27.95 29.06 2943 29.44 2952
151t 0fc Mt 50° 2476 2532 2625 2605 25.82
55° 21.22 2211 2246 2197 21.56
Input: 60° 17.24 1858 18.62 17.97 18.1
65° 1418 14.88 14.83 1416 13.77
Number of Lamps: 10 70° 10.67 11.06 1086 10.6 10.5
Lumens per Lamp: 16.9 Im 75° 715 755 759 724 7
Input Watts: 2.3W 80° 412 442 458 449 43
Output: 85° 176 188 201 204 2
90° 045 046 042 038 032
Efficiency: 72.2%
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