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Polar Plot

150° 150°
1402 140°

1307 130°
1207 120°

1107 110°

1007 100°

90°

80°

70°

60°

Cone of Light

Mtg Height Light Level Beam Diameter
61t 41fc 17 1t
81t 2fc 221t
10 ft 1fc 28 ft
121t 1fc 341t
151t 1fc 42 ft

Input:
Number of Lamps: 81
Lumens per Lamp: 4.811m
Input Watts: 2.84 W
Output:
Efficiency: 88.8%

90°

80°

Catalog Number
DK3K-24V+CH-506+CLEAR - 1ft

Test Number
1

Test Date
Tue Sep 25 09:50:00 2018

Candela Distribution

0° 22.5° 45° 67.5° 90°
0° 129.05 129.05 129.05 129.05 129.05
5° 13595 132.66 135.65 13556 128.43
10° 12917 1342 136.04 133.07 132.92
15° 12438 131.96 129.24 127.14 131.36
20° 12171 12596 124.05 126.21 123.69
25° 11649 118.52 122.31 126.31 129.77
30° 11023 114.85 119.63 116.2 116.35
35° 105.16 111.72 107.52 103.11 94.46
40° 9729 9616 94.94 9038 92.85
45° 9207 904 8235 863  86.03
50° 79.81 8092 7256 77.1 77.4
55° 70.46 69.79 65.89 59.66 57.79
60° 60.44 53.99 51.72 4722 4587
65° 4794 4346 3851 3002 264
700 3495 3114 2138 9.85 713
75° 2298 1848  6.99 3.99 3.87
80° 1151  6.59 2.56 2.42 2.07
85° 294 1.1 0.67 0.55 0.55
90° 0.16 0.1 0.08 0.07 0.1
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