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Polar Plot

150° 150°
1402 140°

1307 130°
1207 120°
110 110°
1007 100°
90° 90°
80° 80°
70° 70°
60° 60°

50°

Cone of Light

Mtg Height Light Level Beam Diameter
61t 5fc 17 1t
81t 3fc 221t
10 ft 2fc 28 ft
121t 1fc 341t
151t 1fc 42 ft

Input:
Number of Lamps: 40
Lumens per Lamp: 14.59 Im
Input Watts: 8w
Output:

Efficiency: 88.7%

0°-180°
225°-202.5°
45°-225°
67.5°-247.5°
90°-270°

Catalog Number
PQ3K-24V+CH-506+CLEAR - 1ft

Test Number
1

Test Date
Tue Sep 25 11:04:56 2018

Candela Distribution

0° 22.5°  45%°  67.5°  90°

0° 190.13 190.13 190.13 190.13 190.13

5° 19791 19512 189.29 194.76 199.79

10° 203.23 200.39 196.88 189.11 193.79

15° 1983 199.01 195.82 198.55 188.88

20° 19591 187.14 187.62 1945 189.36

25° 182.8 184.68 186.55 188.06 191.62

30° 161.07 1754 180.68 173.71 167.07

35° 152.82 164.04 166.19 147.41 141.16

40° 150.6 149.04 1452 13321 1319

45° 13398 136.94 1221 127.3 1284

50° 11826 119.32 109.54 11241 111.22

55° 107.56 102.54 97.02 89.72 86.03

60° 90.26 842 81.44 69.68 66.41

65° 70.03 57.53 43.68 37.08

70°  52.08 3156 1577 11.24

75° 3404 272 1114 6.2 5.88
80° 16.89 972 408  3.41 2.93
85° 4.59 1.66 1.02 0.77 0.84

90° 029 017 016 007 012

Questions/Support | 800-789-3810 |

quotes@kelvix.com
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