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Catalog Number
PJ3K-24V+CH-506+CLEAR - 1ft

Test Number
1

Test Date
Fri Sep 21 15:29:21 2018
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Candela Distribution

0° 225 45 67.5° 90°

0° 27 27 27 27 27
5° 2832 28.14 27.75 2821 28.17
10° 28.61 28.12 28.63 29.27 28.12

Cone of Light 15° 28.67 28.52 28.44 27.68 27.5
20° 2847 27.04 27.73 26.92 27.74
Mtg Height Light Level Beam Diameter 25° 2691 26.43 2642 275 2613
61t 1fc 17 1t 30° 2532 246 25.74 24.68 23.72

8 ft 0fc 23 ft 35° 238 2427 2398 2198 21

101t 0fc 29 ft 40° 2206 2239 2061 1945 194
12 0fc 35 ft 45° 19.78 2012 18.03 182 1851
151t 0fc st 50° 182 17.65 1579 16.36 16.04
55° 16.1 1511 1427 13.03 12.08

Input: 60° 13.77 1232 1154 10.03 9.64

65° 1044 9.69 849 631 544

Number of Lamps: 10 70° 755 672 48 227 16
Lumens per Lamp: 8.45Im 75° 508 384 155 0.88 087
Input Watts: 11W 80° 241 142 055 05 043
0ut|1 ut: 85° 063 025 014 011 O0M

90° 0.03 0.02 0.02 0.01 0.02

Efficiency: 89.2%
Questions/Support | 800-789-3810 quotes@kelvix.com 092518DM



