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Catalog Number
M3K-24V+CH-506+CLEAR - 1ft

Test Number
1

Test Date
Fri Sep 21 11:58:29 2018

0°-180°
225°-202.5°
45°-225°
67.5°-247.5°
90°-270°

Candela Distribution

0° 225 45° 675° 90°
T T
0 0° 5497 5497 5497 5497 5497
5° 5393 5332 5291 531 5293
10° 58.18 56.17 56.08 54.6 5524
. 15° 53.65 53.82 5524 533 5248
Cone of Light
20° 53.16 53.47 5247 5249 5252
Mtg Height Light Level Beam Diameter 25° 50.87 51.44 50.83 51.66 50.29
6 ft 2fc 16 ft 30° 4856 46.9 50.75 47.67 45.66
8 ft 11c 21 ft 35° 46.68 46.31 45.02 40.75 40.35
10 ft 1fc 26 ft 40° 4247 4396 39.95 36.52 37.76
12t 0fc 3t 45° 37.85 39.08 3479 34  35.65
151 0fc 39 ft 50° 3142 34.05 3089 3173 312
55° 28.18 27.86 27.24 2494 23.25
60° 245 2257 21.71 19.45 17.98
Input:

65° 20.29 17.86 15.74 1257 10.67
Number of Lamps: 19 70° 15.05 13.08 9.11 425 3
Lumens per Lamp: 8.53 Im 75° 961 768 3.08 1.63 161
Input Watts: 1.06 W 80° 449 264 1.04 092 078
0ut|1ut: 85° 121 044 025 019 02
90° 004 0.03 003 002 003

Efficiency: 88.8%
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