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Polar Plot

150° 150°
1402 140°

1307 130°
1207 120°
110 110°
1007 100°
90° 90°
80° 80°
70°

60°

Cone of Light

Mtg Height Light Level Beam Diameter
61t 6fc 17 1t
81t 3fc 221t
10 ft 2fc 28 ft
121t 2fc 331t
151t 1fc 42 ft

Input:
Number of Lamps: 81
Lumens per Lamp: 8.27 Im
Input Watts: 486 W
Output:
Efficiency: 88.8%

0°-180°
225°-202.5°
45°-225°
67.5°-247.5°
90°-270°

Catalog Number
DV3K-24V+CH-506+CLEAR - 1ft

Test Number
1

Test Date
Tue Sep 25 09:52:42 2018

Candela Distribution

0° 22.5°  45%°  67.5°  90°

0° 22013 220.13 220.13 220.13 220.13

5° 23418 233.53 224.88 230.71 230.69

10° 22811 226.61 230.83 224.65 221.45

15° 21361 2245 21813 22553 222.69

20° 203.61 211.65 219.89 2207 227.36

25° 2064 208.63 208.79 218.26 219.52

30° 191.02 20229 204.11 202.16 192.04

35° 179.97 183.56 187.66 175.19 166.7

40° 17165 170.24 162.42 157.08 161.6

45° 15296 157.07 14519 142.72 145.66

50° 14495 13919 12549 128.27 133.84

55° 121.28 117.23 112.58 102.65 96.25

60° 103.17 9573 9043 8032 76.8

65° 8393 76.17 6533 50.74 445

70° 6032 5397 3748 1657 1213

75° 4102 3137 1209 6.62 6.45

80° 2039 1151 453 4.04 3.51
85° 4.87 1.99 1.1 0.9 0.96

90° 039 018 017 012 013
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