)

=

M

VI

\ /
IES FILE

(

PHOTOMETRIC REPORT
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Catalog Number
DV3K-24V+CH-506+FROSTED - 1ft

Test Number
1

Test Date
Tue Sep 25 09:54:33 2018

Candela Distribution

a0° 0 0° 225 45° 67.5°  90°
0° 198.63 198.63 198.63 198.63 198.63
5° 202.86 203.62 200.17 198.14 197.06
10° 19438 196.25 197.02 19429 197.24
Cone of Light 15° 186.2 187.03 189.98 188.69 189
20° 181.83 178.2 178.78 18029 18238
Mtg Height Light Level Beam Diameter 25° 167.21 170.25 172.92 172.87 172.48
61t 6fc 151t 30° 157.99 158.92 160.93 161.86 160.02
8 ft 31c 20 ft 35° 147.76 149.26 148.99 148.04 144.23
10 ft 2 fc 25 ft 40° 134.46 135.65 136.62 133.86 131.48
19 ft 1fe 30 ft 45° 12142 12295 1223 117.79 117.02
151t 11c 37t 50° 1074 1087 10538 101.99 101.89
55° 933 9328 8883 862 8349
Input: 60° 7759 7729 7346 6919 67.33
65° 6112 60.24 56.17 5275 52.67
Number of Lamps: 81 70° 448 4377 4102 3779 363
Lumens per Lamp: 8.27 Im 75° 2924 2881 27.06 2451 22.98
Input Watts: 486 W 80° 16.22 1568 1416 1219 11.86
Output: 85° 6.57 5.83 458 3.54 3.15
90° 1.62 0.92 0.49 0.48 0.65
Efficiency: 75.6%
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