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1

Test Date
Fri Sep 21 15:26:21 2018

Candela Distribution

20 0° 225° 45° 675° 90°
0° 2536 2536 25.36 25.36 25.36
5° 2476 2478 25.09 25.24 25.02
10° 24.67 24.64 2462 2461 24.53
Cone of Light 16° 23.71 23.62 23.78 23.88 24.03
20° 22.81 22.67 22.88 23 2297
Mtg Height Light Level Beam Diameter 25° 2129 2144 2181 2202 2182
61t 1fc 151t 30° 2013 19.92 2055 20.6 2042
8 ft 0fc 20 ft 35° 1855 18.72 18.76 18.85 18.41
10t 0fc 25 it 40° 17.02 17.36 17.29 16.94 16.74
19 ft 0fc 30 ft 45° 1534 1564 15.38 15.06 14.73
151t 0fc 38 ft 50° 1385 1383 13.45 13.06 12.86
55° 11.79 11.76 11.44 11.03 10.61
Input: 60° 981 978 924 876 8.63
65° 779 77 732 673 6.59
Number of Lamps: 10 70° 58 57 522 487 473
Lumens per Lamp: 8.45Im 75° 384 366 342 3.06 293
Input Watts: 11W 80° 209 199 184 154 144
Output: 85° 084 073 056 044 042
90° 016 011 0.07 0.06 0.07
Efficiency: 76.1%
Questions/Support |  800-789-3810 quotes@Kkelvix.com 092518DM



