)

=

M

VI

\ /
IES FILE

PHOTOMETRIC REPORT

(

150°
1402

1307
1207
1107
1007
90°
80°
70°
60°

50°
40°

o 180° 1700
100 170 170

Polar Plot

160°
150°

140°
130°

120°
110°

100°

0°-180°
900 22.5°-202.5°
4572257
67.6°-247 5°
80° | 9200

70°
60°
50°
40°

Catalog Number
VT3K-24V+CH-506+FROSTED - 1ft

Test Number
1

Test Date
Fri Sep 21 16:02:45 2018

Candela Distribution

a0 0 0° 225 45° 67.5°  90°
0° 303.14 303.14 303.14 303.14 303.14
5° 301.76 304.32 293.14 296.53 297.3
10° 297.14 291.23 293.44 296.85 297.51
Cone of Light 15° 281.02 279.73 284.08 289.23 286.52
20° 276.24 271.22 27249 27422 274.71
Mtg Height Light Level Beam Diameter 25° 2541 25594 258.05 258.77 254.36
61t 8 fc 151t 30° 240.06 241.63 242.09 240.99 243.58
8 ft 51c 20 ft 35° 21952 222.97 22495 221.89 221.09
101t 31 25 ft 40° 20029 204.18 20452 200.09 198.57
19 ft 21 29 ft 45° 18316 184.93 181.79 174.86 175.26
151t 1fc 37 50° 16146 161.41 157.08 15237 149.68
55° 139.66 138.21 133.7 12824 124.65
Input: 60° 114.25 113.87 109.97 102.91 100.68
65° 91.32 9047 8481 7936 77.47
Number of Lamps: 39 700 67.66 66.08 62.09 57.06 54.36
Lumens per Lamp: 25.64 Im 75° 4458 4193 3983 36.82 33.53
Input Watts: 6.63 W 80° 25.01 2342 2044 183 17.56
Output: 85° 9.92 8.72 7.08 5.08 4.88
90° 233 112 0.95 0.65 0.72
Efficiency: 76%
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