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PHOTOMETRIC REPORT
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150°
1402

1307
1207
1107
1007
90°
80°
70°
60°
50°

40°
30°

Mtg Height
6 ft
8t
10 ft
12t
15t

Number of Lamps:

Lumens per Lamp:

Input Watts:

Efficiency:

Polar Plot

Light Level
51fc
3fc
2fc
1fc
1fc

Input:

_ Output:

120°

110°

100°

0°-180°
900 22.5°-202.5°
4572257
67.6°-247 5°
80° | 9200

70°
60°
50°

40°
30°

Cone of Light

Beam Diameter
15 ft
20 ft
251t
301t
371t

40
14.59 Im
8w

75.8%

Catalog Number
PQ3K-24V+CH-506+FROSTED - 1ft

Test Number
1

Test Date
Tue Sep 25 11:11:28 2018

Candela Distribution

0° 22.5°  45%°  67.5°  90°

0° 176.01 176.01 176.01 176.01 176.01

5° 17172 173 17219 174.85 170.93

10° 169.43 168.61 1671 170.57 170.43

15° 163.32 165.48 166.38 164.65 165.92

20° 15551 156.41 158.87 159.31 158.77

25° 147.68 148.37 151.48 151.93 149.51

30° 136.54 138.22 140.11 140.65 140.72

35° 12951 129.06 129.72 130.3 129.72

40° 116.32 119.38 119.07 117.46 1159

45° 105.32 107.54 105.51 103.58 102.2

50° 9287 9467 92.63 89.97 88.95

55° 80.16 80.31 78.14 7564 735

60° 66.85 6696 636 60.73 59.56

65° 5328 5214 4957 4649 44.69

70° 39.01 3833 36.01 33.08 3249

75° 2642 2491 2315 2132 19.91

80° 1471 1378 122 1052 9.82
85° 5.82 5.01 398  3.18 2.84

90° 1.19 0.81 0.42 0.42 0.56
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