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Polar Plot Catalog Number
MX3K-24V +CH-506+FROSTED - 11t
e OB T _ Test Number
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50° 50°
40° 40°
30° 30° 0° 225> 45° 67.5° 90°
0° 988 988 988 988 988
5° 100.62 98.65 98.8 100.53 97.61
10° 991 9513 96.51 9522 98.41
Cone of Light 15° 9159 9248 9355 94.07 94.39
20° 87.98 8876 89.44 9051 89.97
Mtg Height Light Level Beam Diameter 25° 8383 842 8536 8496 8513
6 ft 3fc 151t 30° 7755 78.85 80.44 79.85 79.97
8 ft 2 fc 20 ft 35° 7236 732 7392 7313 7321
10 ft 1fc 25 ft 40° 66.67 67.24 67.23 66.21 66.05
19 ft 1fe 30 ft 45° 60.69 6143 6045 58.09 58.2
15 ft 0fc 37 ft 50° 52.83 5419 5235 5047 50.49
55° 4591 4568 44.21 4256 4145
Input: 60° 38.05 38.05 3591 3439 336
65° 29.81 29.8 28.16 26.48 25.31
Number of Lamps: 19 70° 2255 2188 2057 18.85 18.18
Lumens per Lamp: 17.37 Im 75° 147 141 1339 1186 11.33
Input Watts: 2.09W 80° 828 756 689 6.14 5.6
Output: 85° 326 283 216 179 1.64
90° 077 037 027 027 035
Efficiency: 76%
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