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Catalog Number
PH3K-24V+CH-506+FROSTED - 1ft

Test Number
1

Test Date
Fri Sep 21 15:15:43 2018

0°-180°
225°-202.5°
45°-225°
67.5°-247.5°
90°-270°

Candela Distribution

a0 0° 225° 45° 675 90°
0° 99.65 99.65 99.65 99.65 99.65
5° 97.711 97.63 98.56 98.86 99.02
10° 96.28 95.84 95.53 97.35 97.42
Cone of Light 15° 919 9223 9299 93.33 93.26
20° 87.77 87.95 8893 89.43 91.29
Mtg Height Light Level Beam Diameter 25° 83.67 84.22 8519 8549 84.35
61t 3fc 151t 30° 778 7919 80.01 80.13 78.98
8 ft 2 fc 20 ft 35° 73.03 72.62 7428 73.61 73.09
10 ft 1fc 25 ft 40° 66.78 67.5 67.45 6592 65.12
12 1fc 30 ft 45° 60.56 60.68 59.54 58.68 58.74
151t 0fc 38t 50° 5362 5418 5199 5058 50.72
55° 46.02 46.22 4454 4266 41.25
Input: 60° 38.29 38.14 36.18 34.13 33.55
65° 30.67 29.74 282 2619 2528
Number of Lamps: 19 70° 2237 21.81 20.44 18.79 18.34
Lumens per Lamp: 17.37 Im 75° 14.69 1427 1307 119 1127
Input Watts: 3.8W 80° 828 759 6.98 6 5.58
0ut|1 ut: 85° 32 282 226 174 15
90° 074 043 027 026 029
Efficiency: 76%
Questions/Support | 800-789-3810 | quotes@kelvix.com 092518DM



