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150°
1402

1307
1207
1107
1007
90°
80°
70°
60°
50°

Mtg Height
6 ft
8t
10 ft
12t
15t

Number of Lamps:

Lumens per Lamp:

Input Watts:

Efficiency:

o 180° 1700
1600 170 170

Polar Plot

Light Level
3fc
2fc
1fc
1fc
1fc

Input:

_ Output:

160°

150°
140°

130°
120°
110°

100°

0°-180°
900 22.5°-202.5°
4572257
67.6°-247 5°
80° | 9200

70°

Cone of Light

Beam Diameter
141t
19 ft
24 ft
291t
36 ft

81
4.811m
2.84W

75.5%

Catalog Number
DK3K-24V+CH-506+FROSTED - 1ft

Test Number
1

Test Date
Tue Sep 25 09:47:29 2018

Candela Distribution

0° 22.5°  45%°  67.5°  90°

0° 11966 119.66 119.66 119.66 119.66

5° 11775 1157 115623 117.67 112.16

10° 11396 112.08 113.24 112.74 11242

15° 109.48 108.69 109.1 109.27 109.9

20° 104.38 104.21 104.96 106.73 105.64

25° 98.35 97.73 99.68 100.34 99.02

30° 90.66 93.02 9341 9393 9291

35° 8426 8533 86.64 86.26 87.28

40° 7778 7831 791 775 7681

45° 7016 7151 71.26 6849 68.29

50° 61.84 6284 61.42 59.62 58.58

55° 53.75 5444 5159 49.92 49.54

60° 4496 4476 4291 4021 39.66

65° 3529 3478 33.19 30.65 29.67

700 2616 2572 2395 2239 22.03

75° 1739 16.61 1573 14.04 1319

80° 957 885 8.3 709 649
85° 37 342 269 2.06 1.9
90° 084 053 0.3 029 031
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