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Catalog Number

PJ3K-24V+CH-506+WHITE - 11t

Test Number
1

Test Date
Fri Sep 21 15:20:11 2018
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Candela Distribution

0° 225 45 67.5° 90°
0° 2229 2229 2229 2229 2229
5° 225 2226 2234 2251 2233
10° 2221 2186 21.77 2195 21.86
Cone of Light 15° 2151 2141 2139 2129 21.34
20° 20.38 20.38 20.7 20.87 20.97
Mtg Height Light Level Beam Diameter 25° 1939 1973 19.6 19.93 19.45
61t 1fc 16 ft 30° 18.36 18.42 18.65 18.53 18.41
8 ft 0fc 21 ft 35° 172 1723 17.33 17.23 16.86

10 # 0fc 26 ft 40° 1576 1592 1569 1543 152

12 0fc 31 ft 45° 1431 1436 14.13 1362 133

15 ft 0fc 39 ft 50° 12.85 1271 1234 1175 117

55° 10.89 1091 10.36 9.92 9.73

Input: 60° 9 9.03 849 806 7.82

65° 7.08 7.06 659 6.15 6.03

Number of Lamps: 10 70° 537 517 482 442 437
Lumens per Lamp: 8.45Im 75° 362 348 317 286 27
Input Watts: 11W 80° 201 188 173 15 145
0ut|1 ut: 85° 084 076 06 046 046

90° 016 01 0.06 0.05 0.06

Efficiency: 69.5%
Questions/Support | 800-789-3810 | quotes@kelvix.com 092518DM



