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Polar Plot

150°
1402

1307

1207 120°

1107 110°
1009
90°
80°
70°

60°

Cone of Light

Mtg Height Light Level Beam Diameter
61t 1fc 16 ft
81t 1fc 211t
10 ft 0fc 26 ft
121t 0fc 311t
151t 0fc 391t

Input:
Number of Lamps: 10
Lumens per Lamp: 16.9 Im
Input Watts: 2.3W
Output:
Efficiency: 69.4%

100°

Catalog Number
PL3K-24V+CH-506+WHITE - 1ft

Test Number
1

Test Date
Fri Sep 21 15:52:15 2018

90°

80°

0°-180°
225°-202.5°
45°-225°
67.5°-247.5°
90°-270°

Candela Distribution

0°  225° 45 67.5° 90°

0° 4413 4413 4413 4413 4413

5° 4441 44.84 4452 4436 44.68

10° 4328 4442 44 433 43.63

15° 4256 42.69 4248 43.12 41.67

20° 40.58 41.01 40.8 4147 4167

25° 39.02 38.94 39.43 39.16

30° 369 37.34 37.06 36.8

35° 34.53 34.63 34.69 33.56

40° 31.47 31.87 31.64 30.33

45° 28.87 28.83 28.19 26.61

50° 25.08 25.51 24.37 23.3

55° 21.68 21.91 20.71 19.32

60° 18.44 17.97 16.99 156.72

65° 14.64 14.07 13.26 12.01

70° 10.71 10.44 9.63 8.7

75° 6.87 6.31 5.54

80° 382 345 2.7

85° 147 147

90° 021 011 0.14
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