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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-607 +CLEAR - 1ft

Test Number

1

Test Date

Tue Aug 22 11:51:00 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 29.98 2998 2998 29.98 29.98
5 301 3026 30.03 29.53 29.42
10° 29.08 29.92 29.63 28.43 29.88
Cone of Light 15° 27.67 29.05 2913 29.46 28.83
20° 27.77 2812 2825 2797 28.51
Mtg Height Light Level Beam Diameter 25° 2736 2714 2773 2692 27.28
6 ft 1fc 14 ft 30° 26.81 25.64 26.15 28.92 302
8 it 0fc 18 1t 35° 2525 241 256 2561 23.21
101 0fc 23 ft 40° 2287 224 2406 1929 16.01
124 0fc 08 ft 45° 2033 2062 19.93 1062 7.75
151t 0fc 35 50° 17.88 19.04 1252 516 457
55° 1536 15.94 6.7 3.9 3.6
Input: 60° 121 1176 3.63 241 2
65° 9.84 691 213 1.68 1.63
Number of Lamps: 10 700 732 377 128 1.09 1.16
Lumens per Lamp: 8.45Im 75° 474 147 08 092 098
Input Watts: 11W 80° 194 049 051 045 0.36
Output: 85° 033 015 013 0.1 0.09
90° 0.02 002 003 0.02 0.01
Efficiency: 78%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



