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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-607 +CLEAR - 1ft

Test Number

1

Test Date

Tue Aug 22 12:33:50 2017

Candela Distribution

0° 2250° 45° 67.50° 90°
0° 581 581 581 581 581
5° 5844 58.13 5559 59.68 58.56
10° 56.63 56.47 55.39 56.59 55.97
Cone of Light 15° 55.74 55.01 54.77 56.86 57.04
20° 5093 53.03 5547 56.72 52.92
Mtg Height Light Level Beam Diameter 25° 5549 5266 51.37 5239 51.46
6 ft 2fc 13 ft 30° 5263 49.71 47.82 5345 5222
81t 1fc 18 ft 35° 48.81 4521 48.17 4572 4572
10 ft 1fc 22 ft 40° 4242 4343 4515 3777 3157
124 0fc o7 ft 45° 3837 3814 37 2063 1475
15 ft 0fc 33 it 50° 33.54 3394 2512 9.87 8.95
55° 28.66 2827 123 7.67 6.83
Inout: 60° 2331 218 6.83 433 3.68
65° 19 13.98 415 298 279
Number of Lamps: 19 700 1328 734 242 202 212
Lumens per Lamp: 8.53Im 75° 8.63 297 151 176 1.81
Input Watts: 1.06 W 80° 378 098 098 081 073
Out|g ut: 85° 0.75 0.3 026 018 0.16
90° 0.04 007 005 0.04 0.02
Efficiency: 7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



