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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-607 +CLEAR - 11t

Test Number

1

Test Date

Tue Aug 22 13:05:33 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 60.06 60.06 60.06 60.06 60.06
5° 59.95 61.02 60 5959 60.39
10° 591 59.64 59.99 57.53 58.92
Cone of Light 15° 56.37 58.04 5859 58.79 57.21
20° 56.31 56.42 5594 5591 56.06
Mtg Height Light Level Beam Diameter 25° 54.05 5477 5454 531 54.04
6 ft 2 fc 14 ft 30° 533 5221 5276 57.67 59.71
8 it 11c 18 1t 35° 4922 4843 5176 51.73 47.44
10 ft 1 fc 23 ft 40° 4588 44.98 482 38.26 32.41
124 0fc 08 ft 45° 40.86 4098 39.84 2122 1542
151t 0fc 35 ft 50° 3624 37.89 2522 1048 9.05
55° 31.05 32.07 1327 7.89 7.3
Input: 60° 24.04 2335 716 48 3.95
65° 19.44 13.81 43 339 322
Number of Lamps: 10 70° 1453 746 255 224 225
Lumens per Lamp: 16.9Im 75° 934 294 153 181 197
Input Watts: 2.3W 80° 3.8 1 103 091 073
Output: 85° 069 033 024 021 017
90° 0.03 005 004 0.03 0.03
Efficiency: 78%
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