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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-607+CLEAR - 1ft

Test Number

1

Test Date
Tue Aug 22 12:35:23 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 13576 13576 13576 135.76 135.76
5° 134.67 14029 13515 133.35 153.06
10° 140.88 139.78 1357 135.03 135.19
. 15° 130.73 138.66 127.49 139.86 126.56
Cone of Light
20° 1252 12532 125.79 124.87 122.69
Mtg Height Light Level Beam Diameter 25° 120.23 12411 128.89 118.97 120.83
6 ft 4fc 13 ft 30° 122.32 121.07 123.37 134.61 135.75
8 ft 2fc 17t 35° 113.31 110.66 122.24 120.13 117.49
101 1fc 20 f 40° 10336 10171 11434 88.28 76.16
12 # 1fc 26 ft 45° 9257 9402 89.2 4993 31.76
15 ft 1fc 33 ft 50° 8995 87.78 5868 2129 21.54
55° 7049 6982 2795 19.05 17.39
60° 6153 5132 16.12 1028 9.05
Input:
65° 46.88 33.37 9.74 7.51 7.74
Number of Lamps: 81 70° 3247 1691 563 49 4.87
Lumens per Lamp: 4.811m 75° 21.72  7.06 3.55 414 4.35
Input Watts: 2.84 W 80° 9.05 2.31 2.28 2.05 1.75
85° 1.68 0.74 0.56 0.41 0.39
Output:
90° 0.15 0.12 0.12 0.09 0.04
Efficiency: 77.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



