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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-607 +FROSTED - 1ft

Test Number

1

Test Date

Tue Aug 22 13:33:45 2017

80° 80° | o270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
a0 o 0°  2250° 45° 67.50° 90°
0° 46.74 46.74 46.74 46.74 46.74
5° 4537 4563 4553 45 4546
10° 4552 451 446 4472 44.83
Cone of Light 15° 4339 429 4338 4244 4322
20° 40.21 41.02 40.69 40.65 40.84
Mtg Height Light Level Beam Diameter 25° 38.15 38.18 38.23 37.89 37.18
6 ft 1fc 13 1t 30° 3546 3544 3509 3419 343
8 it 11c 17t 35° 332 3242 3211 30.66 30.39
101 0fc 29 f 40° 2947 297 2828 27.05 26.48
124 0fc 6 ft 45° 27.06 2656 2501 23.39 2288
151t 0fc 3¢ 50° 2325 2294 2153 198 19.09
55° 20.02 19.56 18.44 16.38 15.43
Input: 60° 16.58 16.12 14.95 1329 12.56
65° 1312 12.66 114 1012 9.5
Number of Lamps: 10 700 966 959 85 7.41 7.2
Lumens per Lamp: 16.9Im 75° 634 633 577 515 4.84
Input Watts: 2.3W 80° 352 365 342 3.03 296
Output: 85° 149 152 157 148 144
90° 0.36 0.4 049 055 053
Efficiency: 64.1%
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