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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
16017 170° 460°
150° 150°
1402 140°

1307 130°
1207 120°

1107 110°

100 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
PH3K-24V+CH-607 +FROSTED - 1t

Test Number

1

Test Date

Tue Aug 22 14:42:24 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
20 - 0°  2250° 45° 67.50° 90°
0° 89.11 89.11 89.11 8911 89.11
5 91.71 89.73 88.37 88.93 90.46
10° 86 85.95 88.07 858 86.78
Cone of Light 15° 82.86 832 837 846 83.13
20° 80.29 79.39 7945 7873 7942
Mtg Height Light Level Beam Diameter 25° 74.04 73.86 7479 73.62 73.49
6 ft 2 fc 13 1t 30° 695 6872 68.39 67.32 65.68
8 it 11c 17t 35° 639 63.36 6226 59.31 59.41
10 ft 1 fc 21 it 40° 5885 57.45 5585 5263 5142
124 1fe o6 ft 45° 5197 50.85 4855 4584 44.56
151t 0fc 3¢ 50° 4507 4476 4201 3881 37.28
55° 38.35 3814 3523 31.83 30.53
Input: 60° 31.92 3142 28.79 254 2454
65° 25.42 24.82 2238 19.52 18.44
Number of Lamps: 19 70° 18.23 18.24 16.56 14.44 13.92
Lumens per Lamp: 17.37 Im 75° 1239 123 1125 9.89 9.68
Input Watts: 3.8W 80° 672 712 678 6.03 585
Output: 85° 276 287 3.04 28 279
90° 065 089 098 112 1.05
Efficiency: 63.8%
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