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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-607 +FROSTED - 1ft

Test Number

1

Test Date

Tue Aug 22 12:23:26 2017
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a0 - 0°  2250° 45° 67.50° 90°
0° 224 224 224 224 224
5° 2294 2315 2261 23.04 22.86
10° 22.03 2238 2236 2228 21.83
Cone of Light 15° 2121 2124 2146 2133 21.28
20° 20.24 2043 2012 20.29 20.35
Mtg Height Light Level Beam Diameter 25° 19.05 19.25 1918 18.89 18.99
6 ft 1fc 13 1t 30° 1768 178 1762 173 16.88
8 it 0fc 18 1t 35° 16.35 16.31 1575 1561 15.18
10 ft 0fc 29 ft 40° 1503 1476 1425 1349 1315
124 0fc 6 ft 45° 1346 1329 1252 1169 11.27
15 ft 0fc 33 it 50° 11.8 115 1065 9.83 9.58
55° 9.96 9.8 9.06 823 7.85
Input: 60° 822 815 7.4 6.55 6.26
65° 653 646 576 5.06 4.8
Number of Lamps: 10 70° 476 477 43 373 354
Lumens per Lamp: 8.45Im 75° 317 316 287 256 247
Input Watts: 11W 80° 178 182 175 155 149
Output: 85° 067 078 077 071 072
90° 0.17 022 026 028 0.28
Efficiency: 64%
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