X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
VT3K-24V+CH-607 +FROSTED - 11t

Test Number

1

Test Date
Tue Aug 22 16:23:09 2017

80° 80° | 92700 -—
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
P 20 0° 2250° 45 67.50° 90°
0° 27468 27468 27468 27468 274.68
5° 267.35 264.09 268.45 268.41 264.34
10° 263.86 262.46 263.36 261.92 265.68
. 15° 2493 25219 25217 251.53 253.82
Cone of Light
20° 24199 238.89 238.25 239.65 235.46
Mtg Height Light Level Beam Diameter 25° 22436 22418 224.05 22114 221.63
6 ft 8 fc 13 1t 30° 210.87 207.7 207.34 199.79 197.59
8 ft 4fc 17t 35° 19523 190.71 185.99 178.29 177.99
10 ft 3fc 21 it 40° 175.77 17092 165.96 158.83 155.96
12 # 2fc 26 ft 45° 157.01 152.38 145.34 137.31 1314
151t 11e 3¢ 50° 13549 1341 1257 11619 11239
55° 116.29 113.93 106.04 9575 93.08
60° 96.82 9395 86.03 77.06 743
Input:
65° 7482 7375 6626 59.98 56.11
Number of Lamps: 39 70° 55.16 54.87 4894 4403 41.65
Lumens per Lamp: 25.64 Im 75° 3733 36.84 334 3007 28.31
Input Watts: 6.63 W 80° 2036 2092 1998 1831 17.48
85° 8.06 8.8 8.93 8.45 8.35
Output:
90° 1.86 2.33 2.9 3.45 3.55
Efficiency: 63.3%
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