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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-607 +WHITE - 1ft

Test Number

1

Test Date

Tue Aug 22 12:47:23 2017
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20 - 0°  2250° 45° 67.50° 90°
0° 2037 2037 20.37 2037 20.37
5° 19.88 19.69 1985 1994 195
10° 1952 1951 1959 19.55 20.01
Cone of Light 15° 1952 193 18.84 18.77 1855
20° 18.14 18.07 1813 1791 18.15
Mtg Height Light Level Beam Diameter 25° 1711 1735 17.09 16.88 16.64
6 ft 1fc 14 ft 30° 1617 162 1593 1553 15.39
8 it 0fc 19 1t 35° 1501 1491 1449 1392 13.94
10 ft 0fc 23 it 40° 1365 1353 131 1259 1225
124 0fc 08 ft 45° 1232 1213 11.64 11.03 1063
151t 0fc 35 ft 50° 10.87 1057 1011 945 9.6
55° 923 909 858 7.82 753
Input: 60° 765 749 694 626 594
65° 595 594 547 49 4.7
Number of Lamps: 10 70° 445 438 404 361 3.46
Lumens per Lamp: 8.45Im 75° 3.02 3 2.78 2.5 2.4
Input Watts: 11W 80° 165 1.73 1.7 152  1.49
Output: 85° 0.7 076 0.76 0.76 0.7
90° 0.2 022 026 029 0.28
Efficiency: 58.9%
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