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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-607 +WHITE - 1t

Test Number

1

Test Date

Tue Aug 22 14:00:04 2017
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50° 50°
40° 40°
20 o 0°  2250° 45° 67.50° 90°
0° 40.23 40.23 4023 40.23 40.23
5° 3896 39.96 39.55 40.08 39.98
10° 3874 39.12 3913 39.51 40.2
Cone of Light 15° 37.58 38.05 37.81 38.03 37.74
20° 37.12 36.61 36.37 36.19 3599
Mtg Height Light Level Beam Diameter 25° 3492 3467 3419 33.71 33.58
6 ft 1fc 14 ft 300 323 318 31.65 31.09 3091
8 it 11c 19 1t 35° 302 2978 2882 281 27.87
10 ft 0fc 24 ft 40° 2739 2698 2615 2485 2438
124 0fc 29 ft 45° 2501 243 2327 2217 21.34
151t 0fc 36 #t 50° 2184 2128 2018 1889 18.23
55° 18.58 179 17.09 1561 1512
Input: 60° 1537 14.98 13.87 1272 12.02
65° 12.05 11.85 1092 9.78 9.25
Number of Lamps: 10 70° 896 879 813 733 7.08
Lumens per Lamp: 16.9Im 75° 6 5.95 56 508 476
Input Watts: 2.3W 80° 326 339 333 306 291
Output: 85° 138 154 159 151 144
90° 036 046 054 055 057
Efficiency: 58.9%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



