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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-607 +WHITE - 1ft

Test Number

1

Test Date
Tue Aug 22 16:04:00 2017
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50° 50°
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0° 22.50° 45°  67.50° 90°
0° 137.14 13714 13714 13714 13714
5° 138.92 138.86 137.27 137.87 137.47
10° 1345 135.78 135.32 135.18 135.55
Cone of Light 15° 131.63 128.81 131.51 130.6 130.58
20° 123.54 125,51 124.24 123.81 123.84
Mtg Height Light Level Beam Diameter 25° 117.87 117.57 11855 117.76 116.34
6 ft 4fc 14 ft 30° 1121 110.63 108.55 106.92 106.11
8 it 21c 19 1t 35° 10391 101.78 100.12 97.77 97.42
10 ft 1 fc 24 it 40° 9387 93.69 90.11 8644 84.71
124 1fe 08 ft 45° 8376 8309 7942 7538 74.02
151t 11e 35 50° 7403 7213 6824 6499 6174
55° 63.03 62 58.54 5341 52.08
Input: 60° 5196 5149 4848 4332 41.51
65° 40.84 4041 3735 3363 3278
Number of Lamps: 40 70° 30.76 3049 27.87 2514 2428
Lumens per Lamp: 14.59 Im 75° 2013 2027 19.03 175 16.52
Input Watts: 8w 80° 1129 1202 1143 10.51 10.3
Output: 85° 4.84 5.16 5.32 5.09 476
90° 14 1.39 2 1.97 2.03
Efficiency: 58.6%
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