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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-607 +WHITE - 1ft

Test Number

1

Test Date

Tue Aug 22 15:07:14 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
20 0°  2250° 45° 67.50° 90°
0° 7916 79.16 79.16 79.16 79.16
5 799 7713 79.06 76.89 78.23
10° 785 77.14 76.45 76.09 74.61
Cone of Light 15° 7818 7538 7284 7471 7421
20° 69.59 7091 7039 70.51 69.4
Mtg Height Light Level Beam Diameter 25° 6747 6737 6643 666 66.43
6 ft 2 fc 14 ft 30° 63.68 62.94 61.75 60.93 59.99
8 it 11c 19 1t 35° 5811 57.87 5652 55.48 55.01
10 ft 1 fc 24 ft 40° 5379 5258 50.93 4848 47.95
124 1fe 08 ft 45° 48.76 47.78 4518 4319 4261
15 ft 0fc 35 it 50° 42.74 4128 39.04 36.96 36.13
55° 36.52 3524 3311 2997 29
Input: 60° 29.3 28.85 27.19 247 23.64
65° 23.39 22.85 2124 1922 18.33
Number of Lamps: 19 70° 17.71 17.41 1584 1433 13.45
Lumens per Lamp: 17.37 Im 75° 1142 1197 1113 978 947
Input Watts: 3.8W 80° 6.2 6.83 653 599 547
Output: 85° 279  3.02 3 2.84 285
90° 075 087 099 116 1.25
Efficiency: 58.9%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



