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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-607 +WHITE - 1ft

Test Number

1

Test Date

Tue Aug 22 13:55:59 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
20 0°  2250° 45° 67.50° 90°
0° 3851 3851 3851 3851 38.51
5 3719 3747 3769 37.81 38.17
10° 36.76 3741 37 3741 3759
Cone of Light 15° 3629 366 3582 3582 36.11
20° 3458 3436 3426 34.02 34.19
Mtg Height Light Level Beam Diameter 25° 3291 3286 3279 32.08 31.68
6 ft 1fc 14 ft 30° 30.74 307 3026 29.62 29.31
8 it 11c 19 1t 35° 2853 28.44 2744 2664 26.44
10 ft 0fc 23 it 40° 2556 2555 24.87 23.78 23.43
124 0fc 08 ft 45° 2335 2285 21.82 20.83 20.18
151t 0fc 35 50° 2049 2019 1895 17.8 17.52
55° 1715 17.05 16.12 1477 1414
Input: 60° 1432 141 1319 1179 113
65° 1116 111 103 933 885
Number of Lamps: 19 70° 838 827 759 691 6.52
Lumens per Lamp: 8.53Im 75° 563 554 527 476 457
Input Watts: 1.06 W 80° 3.09 326 3.12 29 2.83
Output: 85° 132 145 149 136 1.39
90° 036 043 052 051 057
Efficiency: 58.1%
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