X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-607 +WHITE - 1ft

Test Number

1

Test Date

Tue Aug 22 14:07:29 2017
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50° 50°
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20 - 0°  2250° 45° 67.50° 90°
0° 9262 9262 9262 92.62 92.62
5 91.62 9219 93.36 92.77 93.15
10° 89.82 89.47 901 90.86 90.68
Cone of Light 15° 8851 87.26 87.28 8579 87.58
20° 8496 8372 8361 8319 8343
Mtg Height Light Level Beam Diameter 25° 79.69 7858 78.73 7753 76.93
6 ft 3fc 14 ft 30° 7437 73.85 7319 713 70.62
8 it 11c 19 1t 35° 68.09 68.28 6696 64.5 64.24
10 ft 1 fc 24 it 40° 6298 61.34 6043 5812 57.21
12 t 11c 28 ft 45° 56.93 5535 53.49 5052 50.09
151t 0fc 35 50° 4927 4854 4611 4342 4258
55° 4216 4155 39 3593 34.44
Inout: 60° 351 3421 319 2882 27.51
65° 27.25 27.23 25.16 2257 21.49
Number of Lamps: 81 70° 20.36 20.22 1852 16.56 15.77
Lumens per Lamp: 4.811m 75° 134 1374 128 1155 10.87
Input Watts: 2.84W 80° 765 805 768 7.01 6.75
Output: 85° 323 349 362 331 342
90° 088 111 128 135 1.32
Efficiency: 58.7%
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