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Catalog Number
RX250-3000K-1-FOOT

Test Number
1

Test Date
Wed Oct 02 14:49:39 2019

Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°
0.00° 8497 8497 8497 8497 8497
5.00° 86.53 86.97 87.50 89.33 8844
10.00° 8835 8527 8480 85.72 85.00
Cone of Light 15.00° 81.13 83.53 84.10 83.46 83.63
20.00° 8123 8322 8417 8242 8217
Mtg Height Light Level Beam Diameter 25.00° 7747 80.36 7837 7817 75.46
6 ft 2 fc 16 ft 30.00° 7817 76.36 77.42 74.81 73.28
8 ft 1f¢ 29 ft 35.00° 69.97 69.65 6962 71.26 70.41
10 f 11c 27 ft 40.00° 64.68 6520 6490 6356 63.15
19 ft 1fe 33 ft 45.00° 57.68 58.88 58.02 57.22 56.40
15t 0fc Mt 50.00° 4970 5021 5079 5092 4972
55.00° 4438 4341 4272 4115 39.71
Input: 60.00° 38.61 36.95 3394 30.83 29.32
65.00° 30.03 27.65 2454 1714 13.27
Number of Lamps: 29 70.00° 21.67 1940 1240 519 4.05
Lumens per Lamp: 8.79Im 75.00° 13.69 10.87 387 244 237
Input Watts: 493 W 80.00° 650 3.68 1.56 1.38 1.38
Output: 85.00° 195 073 047 037 036
90.00° 022 0.09 009 007 0.07
Efficiency: 88.5%
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