)

=

M

—\Vvi

\ /
IES FILE

PHOTOMETRIC REPORT

>

(

Polar Plot

= =

o1
25205
525
752475
a7

Catalog Number
RX250-5000K-1-FOOT

Test Number
1

_TestDate
Thu Oct 03 10:09:27 2019

Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°

0.00° 46.78 46.78 46.78 46.78 46.78

5.00° 4760 48.62 47.78 4721 4574

10.00° 48.61 47.68 46.60 46.27 48.21

Cone of Light 15.00° 46.59 4717 4858 46.73 46.49

20.00° 45.63 46.38 46.71 46.07 45.26

Mtg Height Light Level Beam Diameter 25.00° 43.16 4345 4487 43.80 43.10
6ft 1fc 17t 30.00° 4058 4153 4295 4124 39.27

8 ft 1f¢ 23 ft 35.00° 38.18 38.86 39.10 37.86 36.10

10 f 0fc 29 ft 40.00° 3528 3665 3532 3475 32.92

19 ft 0fc 35 ft 45.00° 31.33 3212 3185 3154 2058

15t 0fc st 50.00° 2841 2831 2838 2858 27.17

55.00° 24.81 2503 2461 25.07 24.24

Input: 60.00° 2151 2133 2126 21.74 20.83

65.00° 1820 17.58 1826 17.88 17.98

Number of Lamps: 29 70.00° 14.46 1430 1479 1493 14.61
Lumens per Lamp: 9.49Im 75.00° 10.63 1056 1157 1213 11.87
Input Watts: 493 W 80.00° 670 7.29 8.85 9.57 9.79
Output: 85.00° 340 484 693 777 799

90.00° 143 345 582 667 7.02

Efficiency: 52.9%
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