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Catalog Number
RX250-4000K-1-FOOT

Test Number
1

Test Date
Wed Oct 02 14:56:43 2019

Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°
0.00° 89.71 89.71 89.71 89.71 89.71
5.00° 9238 93.65 91.37 9224 94.02
10.00° 8895 8873 9152 89.24 9594
Cone of Light 15.00° 82.90 87.97 89.38 9221 89.78
20.00° 8824 8840 86.38 89.20 88.44
Mtg Height Light Level Beam Diameter 25.00° 8332 8383 86.18 82.18 80.26
6 ft 2 fc 16 ft 30.00° 8048 7850 8041 7842 7891
8 ft 11fc o1 ft 35.00° 7476 7561 7512 7415 7457
10 f 11c 27 ft 40.00° 66.61 69.85 67.09 6505 64.22
19 ft 1fe 39 ft 45.00° 59.11 61.21 6114 6093 6145
15t 0fc a0t 50.00° 54.83 5305 5290 5331 51.89
55.00° 47.12 46.75 4513 4519 41.67
Input: 60.00° 40.93 38.01 3488 32.02 29.99
65.00° 3190 2895 2550 17.88 13.03
Number of Lamps: 29 70.00° 23.02 2021 1277 553 413
Lumens per Lamp: 9.25Im 75.00° 14.81 1136 4.01 258 244
Input Watts: 493 W 80.00° 666 3.73 1.60 1.47 1.34
Output: 85.00° 1.89 0.77 0.51 038 0.36
90.00° 023 010 009 007 0.07
Efficiency: 88.6%
Questions/Support | 800-789-3810 quotes@kelvix.com 102119EB



