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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number

PH41K-WR-24V, 1-foot

Test Number

1

Test Date

Wed Aug 09 05:56:58 2017
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50° 50°
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0° 22.50° 45°  67.50° 90°
0° 116 116 116 116 116
5° 11531 11583 11571 11586 116.55
10° 11424 11448 11464 114.88 114.32
. 15° 11151 111.86 111.78 11216 111.8
Cone of Light
20° 108.48 108.68 108.71 108.77 108.43
Mtg Height Light Level Beam Diameter 25° 105.04 104.71 104.72 104.78 104.91
6 ft 3fc 19t 30° 100.32 99.97 99.93 100.15 99.71
8 ft 2fc 25 it 35° 9336 9342 9329 935 93.29
10 ft 1 fc 31t 40° 864 86.45 86.27 86.22 86.45
12 # 1fc 37 ft 45° 7943 7924 7929 7954 7947
151t 1fc 47t 50° 7107 7115 70.86 7095 70.86
55° 6248 6254 6244 6238 61.97
60° 53.71 53.77 53.76 53.75 53.62
Input:
65° 4454 4438 4425 4426 4414
Number of Lamps: 19 70° 3541 3544 3546 3544 3539
Lumens per Lamp: 18.26 Im 75° 26 2597 2593 2592 2598
Input Watts: 3.8W 80° 16.69 16.73 16.73 16.64 16.77
85° 8.48 8.48 8.5 8.48 8.49
Output:
90° 1.25 1.24 1.24 1.24 1.24
Efficiency: 100%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



