X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160170 170° 4600

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1007 100°

0°-180° -_—

gge | 252025
45°-205°

67572475 wmmm

90°

Catalog Number
MX41K-24V - 1ft

Test Number
1

Test Date
Thu Sep 28 10:22:45 2017
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60° 60 Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 116.27 116.27 116.27 116.27 116.27
5° 115637 1157 11546 11581 115.55
10° 11414 11433 11435 11433 114.46
. 15° 11198 11219 112.02 111.97 112.08
Cone of Light
20° 108.71 108.53 108.65 108.82 108.88
Mtg Height Light Level Beam Diameter 25° 104.97 104.67 104.61 104.76 104.73
6 ft 3fc 19t 30° 99.95 99.99 99.82 100.03 100.2
8 ft 2fc 25 it 35° 9349 9358 9332 934  93.03
10 ft 1 fc 31t 40° 86.64 8642 86.32 86.24 86.26
12 # 1fc 38 ft 45° 7952 7945 7943 7937 79.49
15 ft 1fc 47 ft 50° 70.88 70.96 71 7091 7123
55° 623 6244 6231 6223 624
60° 53.61 53.77 53.69 53.73 53.75
Input:
65° 4433 4433 4442 4423 4424
Number of Lamps: 19 70° 3548 3553 355 354 3553
Lumens per Lamp: 18.26 Im 75° 26.02 2593 2592 2595 2596
Input Watts: 2.09W 80° 16.73 16.75 16.67 16.68 16.74
85° 85 8.45 8.51 8.45 8.48
Output:
90° 1.22 1.24 1.24 1.23 1.22
Efficiency: 100%
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