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CH-073

0.31" (7.8mm)

SPECIFICATIONS

Model

Length
External Width

 

 
 

PRODUCT FEATURES

• Extruded aluminum construction

• Available in 2 meter sections

78.74" (2m)

ORDERING INFORMATION

• Anodized matte finish

• Consult factory for custom lengths & finishes

Internal Width 0.22" (5.5mm)

Aluminum Profile

End Caps (EC)

Mounting Clip (CP)

Height 0.35" (9mm)

White Lens (WH)

Applications

Example: CH073-2-WH-CP-EC

Lens

WH - White

Series

CH-073

CH073

Length

2 meter

2

Mounting

CP - Mounting Clip

End Cap

EC - End Caps
(included)

ECWH CP
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Fixture Type:

Project:

Location:

0.31”
(7.8mm) 

0.35”
(9.0mm) 

0.22”
(5.5mm) 

EXTRUDED ALUMINUM MOUNTING CHANNEL

CH-073

 

location

project name

fixture type

CH-073
extruded aluminum mounting channel

Features
• Available in 2 Meter Sections

• Extruded Aluminum Construction

• Anodized Matte Finish

• Consult Factory for Custom Lengths & 
Finishes

Specifications
 Series CH-073

 Length 78.74" (2M)

 Width 0.31" (7.8mm)

 Internal Width 0.22" (5.5mm)

 Height 0.35" (9.0mm)

Dimensions

0.31″ 
(7.8mm)

0.22″  
(5.5mm)

0.35″  
(9.0mm)

 

Example: CH073-2-WH-CP-EC

Product Code Builder

Series

CH073

CH073—CH-073

Length

2

2 — 2 Meters

Lens

WH

WH — White

Mounting

CP

CP — Mounting Clip

End Cap

EC

EC — End Caps (included)

Options
 Unit  
Description Number 
White Lens WH 

Mounting Clip CP 

End Caps EC 


