
PRODUCT FEATURES

Model

Battery Compartment

RFC-A-RGBW-4Z-HH-BT-B

3 x 1.5V AAA batteries

Operation Frequency 434MHz/868MHz

RF Range

Dimensions L*W*D 4-3/4” x 2-3/16” x 11/16”

Up to 50ft

Device Color Black

IP Rating

Temp Range -4°F to 122°F

IP20

Color Touch Wheel Yes

Dim Range 1% to 100%

RF Wireless Control Yes

SPECIFICATIONS

Voltage 4.5V DC

(dock included)

4-3/4”

2-3/16”

11/16”

DIMENSIONS

S1 S2 S3

W

W+

OPERATION

On/Off

Show/Speed WW, NW, CW

Save

Brightness +

Color Wheel

Brightness -

Zone Control

Remote status

White Channel

� Controls up to four zones separately or synchronously 

� Saves up to three scenes per zone

� Compatible with RFR-A series receivers

� Ten preset modes

� Can control multiple RF receivers

� Remembers last setting

Questions/Support   |   800-789-3810   |   quotes@kelvix.com  011918NH

Fixture Type:

Project:

Location:

4-ZONE   |   RGBW   |   HANDHELD REMOTE CONTROL

RFC-A-RGBW-4Z-HH-BT-B


